DES PDM 10

FEATURES
s T

- Compact dimensions

- For alarge number of cables without
connectors

- High strain relief thanks to the double
membrane

« Space saving and cost efficient solution

- IP66 and Nema 4X*

- Threaded inserts version on request

The DES PDM 10 is an innovative alternative
to standard cable glands on electrical,
electronic and telecommunication cabinets
and equipments. The cable is pushed
through the front membrane, whilst the

second membrane increases the strain relief
and liquid tightness. NC: Number of cables  @C: Diameter of cables - min/max (mm]

Material: TPE+PAG66, halogens and silicones
free Model Code
Flammability: self-extinguishing

NC gc
acc. to UL94-VO DES PDM 10/8G 1732011008 8888 . corio
Temperature: -40°C... +105°C (static) Cut-out / Plate (mm) Pcs/pack '

65x 36 / 100 x59,6 10
RELATED PRODUCTS
+ IFP plugs (page 112) Model Code
- DES PDM caps (page 112)
- EMCZ 10 (page 162) DES PDM 10/26G 1732011026 NC (1]

26 2,8/6,5

Cut-out / Plate (mm) Pcs/pack
65x 36 / 100 x59,6 10
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NEMA ULTYPE HL3
IP66 12, ax’ 12,8X 4fss
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