r =& SPG M ATEX

DES grommets - large - for cables without connectors - double membrane

» Multiple grommets for high number of cables without connectors
P Grey and black colours available
P UL94-VO for both colours

P Strain relief according to EN 62444

Double parallel membrane
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Model Code Cablenr. @ Cable Pcs The SPGM grommets eqable a high nymber
of cables to be installed in the DES splittable
[mm] /pack frames.
SPG M7GA 1731322307 4 135 The cable is pushed through the front
- max. 13, membrane, whilst the second membrane
f' WIEEE : 5 increases the strain relief and liquid resistance.
- max. 9,
- SPG M7BA 1731322407 SPG M ATEX series can be used in zone
2 and 22 according to IEC 60079-10.
SPG M9GA 1731322309 .
Technical data
9- max. 8,8 M s TPE
aterial:
Bl sromosa 1731322409 e
Flammability: self-extinguishing
10 acc. to UL94-VO (grey or black)
SPG M14GA 1731322314 Temperature: -40°C... +110°C (static)
12- max. 6,5
2- max. 12 Features: halogens and silicones free
B sromisea 1731322414
Related products
SPGM15A 1731322315 DES 24 DESPRED DES 16M
15- max. 7 DES 16 DESCLICK DES 16MX
Il sromisea 1731322415 DES 10 DES 24M
DESQ DES 24MX
Dimensions [mm]
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Indoor only

c“us IP66 NEMA HL3
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2 & ECOLAB 0 RoHS @
pending 12, 4X EN 45545-2 UL94-Vo m —_
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