
© Detas SpA - ISO9001/ ISO14001 certified company
Via Treponti, 29 - 25086 Rezzato BS - Italy - Tel. +39 030 2594120 - info@detasultra.com - www.detasultra.com

• R
EG

ISTERED •

D E S I G
NPA

TE
NTED

P AT E N TE
DP

SPP K ATEX

 

SPP K0GA 1731321100 SPP K0BA 1731323100

10

SPP K1GA 1731321110 2,5/7 SPP K1BA 1731323110

SPP K2GA 1731321115 4,5/10 SPP K2BA 1731323115

SPP K3GA 1731321120 7,5/12,5 SPP K3BA 1731323120

SPP K4GA 1731321125 9/14 SPP K4BA 1731323125

SPP K5GA 1731321127 12/16,5 SPP K5BA 1731323127
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SPP M4GA 1731320504 4 – max. 6 SPP M4BA 1731320604
10

SPP M4bGA 1731320505 2 – max. 3
2 – max. 7 SPP M4bBA 1731320605




SPP M ATEX

* Indoor only

Model Code Ø Cable Model Code Pcs

 min/max [mm] /pack

"blind"

DES grommets with extended range - for cables without connectors
 X Diameters from 2,5 to 16,5 mm

 X “Blind” pierceable grommets

 X Grey and black colours available

 X UL94-V0 for both colours

The SPP K grommets have a dual function: they 
can be used as “blind” grommets for future 
application of single cable without connector 
or they can be use as single grommet for one 
cable without connector. The cable size can be 
choosen between 4 solutions from 2,5 a 16,5 
mm diameter.

The double membrane ensures the highest 
water and dust protection.

SPP K ATEX series can be used in zone 
2 and 22 according to IEC 60079-10.

Technical data
Material: TPE

Flammability: self-extinguishing  
acc. to UL94-V0 (grey or black)
Temperature: -40°C… +110°C (static)

Features: halogens and silicones free

Related products

DES 24  DESPRED DES 16M
DES 16 DESCLICK DES 16MX
DES 10 DES 24M
DES Q DES 24MX

Double parallel 
membrane

Dimensions [mm]

Double parallel membrane

Model Code Cable nr. Model Code Pcs

- Ø cable [mm] /pack

DES multiple grommets with extended range  
for cables without connectors

 X Cable diameter max. 7 mm 

 X “Blind” pierceable grommets

 X Grey and black colours available

 X UL94-V0 for both colours




