DES DIVIA

Junction box for cable with and without connectors
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DESIGNED FOR
CONNECTORIZED CABLES
AND MORE

The new DES DIVIA junction box is

designed to simplify and expedite the

routing of pipes, conduits, and -
cables with or without connectors

in industrial environments. It utilizes
removable walls and openable or
piercable cable grommets, offering

new wiring possibilities compared
to traditional cable glands.
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DES DIVIA allows to remove the walls (1) depending on
the wiring requirements. In each opening, it is possibile

to insert one SPL (2) grommet for cables up to 31 mm
diameter, or 4 SPC (3) grommets for cables up to 15 mm
diameter, thanks to the included grommets separators (4).

WORK SMARTER, SAVE YOUR TIME!
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® DES DIVIA =

Junction box for cable with and without connectors

EASY INSTALLATION AND
MAINTENANCE

TIME SAVING

Quick installation even on existing wiring, no manual drilling, less
assembly steps thanks to the removable walls and the predisposition
for cable grommets.

FLEXIBLE CONFIGURATION

l. e REDUCTION OF STOCK COMPONENTS

&~ A single box combined with interchangeable grommets covers
a wide range of applications thanks to the highly configurable
cable entry system.

HIGHER WIRING DENSITY

SPACE SAVING

Accommodates a large number of cables in a small space
thanks to multi-hole grommets.

MORE WIRING OPTIONS

FOR HEADED AND UNHEADED CABLES

Openable grommets enable routing of pre-connected cables,
while pierceable grommets allow fast installation of cables
without connectors.

DISCOVER ALL THE
ADVANTAGES
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FEATURES

+ It can be equipped with the complete
range of SPC and SPL grommets

- Removable walls on each side of the
junction box

- Designed for easy insertion of
grommets

+ Up to IP66 (IP54 with grommets)

» Dimensions (mm): L: 130/ W: 94/ H: 62

- Captive screws included

- Ready for internal DIN rail mounting

-+ (TH35and TH15)

APPLICATION:

- Industrial Automation

- Electrical Panels

- Industrial Systems

- Distribution Systems

- Control and Signaling Systems

Material: PC, halogens and silicones free
Flammability: self-extinguishing acc. to
UL94-V0

Temperature: -40°C... +130°C (static)

DES DIVIA
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Junction box for cable with and without connectors
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Model Code Dimensions (mm) D
(/pack)
DESDIVIA130.94A | 1731613094 130 x 94 X 62 1
Upon request 1731991020 Galvanized steel

RELATED PRODUCTS

« SPC grommets (from page 53)
« SPL grommets (from page 56)

Dimensions (mm)

94

130

Thickness: 3mm
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bottom plate

The grommets are sold separately
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INTERNAL VIEW
Suitable for
DIN TH15 and TH35 bars
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