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MSP 1.5 - 3* 1734010410 1,5 - 3 52,4 20 15,5

50

MSP 1.5 - 3 V2 1734010411 1,5 - 3 52,4 20 16,5

MSP 3 - 6* 1734010420 3 - 6 52,4 20 18

MSPC 3 - 7 1734010421 3 - 7 52,4 24 24

MSPC 6 - 10 1734010425 6 - 10 52,4 24 32
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MSP 3-6*MSP 1,5-3 V2 MSPC 3-7

MSPC 3 - 7 MSP 3 - 6
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Dimensions (mm)

The MSP/MSPC shield clamps enable the 
cable shield to be grounded easily and 
effectively. They secure additional
strain relief with one cable tie. The strain 
relief function complies with EN 62444 
standard.
The special shape allows side-by-side 
mounting on the TH35 DIN rails with a 
significant space saving in the cabinet.

FEATURES

Material: spring steel, zinc plated

Double shielding clamps for DIN TH35 rails

•	 Suitable for a cable diameter range 

from 1,5 to 10 mm

•	 Snap-in assembly, no need to use tools

•	 Space savings compared to 

conventional models

•	 Shield grounding and strain relief 

function with the same device

•	 Ideal adherence to cable shielding

•	 Constant pressure on the cable braid 

without having to run tests and checks
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* Not available in Germany


