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max. 3.5 mm

2.7 cm

360°

HY360 

1736010100 1

1736010024 108 x 39

1

1736010016 86 x 39

1736010010 63 x 39

1736010008 40 x 39

1736010002 40 x 22

1736010003 63 x 22

1736010004 86 x 22

1736010005 108 x 22

1736010124 112 x 36

1736010108 46 x 46

1736010022 Ø 22.5

1

1736010025 Ø 25.5

1736010032 Ø 32.5

1736010040 Ø 40.5

1736010050 Ø 50.5

1736010063 Ø 63.5

Model Code Dimensions Pcs

[mm] /pack

Hydraulic punch driver HY360

Rectangular punch for DES 24

Rectangular punch for DES 16

Rectangular punch for DES 10

Rectangular punch for DES Q

Rectangular punch for DES L2

Rectangular punch for DES L3

Rectangular punch for DES L4

Rectangular punch for DES L5

Rectangular punch for DES PM 24  
and DES PDM 24

Rectangular punch for DES PDM Q

Round punch M22

Round punch M25

Round punch M32

Round punch M40

Round punch M50

Round punch M63

Hydraulic punch driver for round and rectangular cut-outs
	X Hand punch driver with rotating 360° head

	X Thanks to its low weight, the punch driver  
can be used by one person only

	X The punch driver produces a hydraulic power  
of 120 kN and can be used for stainless steel walls  
with a maximum thickness of 3,5 mm

	X All the available punches are compatible  
with our products

Technical data 
Material: Aluminum alloy, steel punches

Hydraulic power: 120 kN

Weight: 2,5 kg

Rectangular punch

Round punch




