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SPL 0G 1731053000 SPL 0B 1731053001

10

SPL 13G 1731053005 SPL 13B 1731053025 11,5-16

SPL 17G 1731053010 SPL 17B 1731053030 16-20

SPL 21G 1731053013 SPL 21B 1731053033 20-24

SPL 25G 1731053015 SPL 25B 1731053035 24-28

SPL 29G 1731053020 SPL 29B 1731053040 28-31
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RELATED PRODUCTS

Material: TPE, halogens and silicones free
Flammability: self-extinguishing  
acc. to UL94-V0 (grey or black)
Temperature: -40°C… +110°C (static)

•	 DES 24 CLICK
•	 DES 16 CLICK
•	 DES 10 CLICK

The SPL grommets are used to
route cables with or without connectors
(diameter 11.5 to 31 mm) inside the DES
24, 16, 10, Q CLICK split frames and OSF
50/63 divisible cable glands.

SPL grommets - large with extended range

•	 Large grommets for cables from 11,5

to 31 mm diameter

•	 Suitable for OSF 50/63 and DES CLICK

Frames

•	 “Blind” version available

•	 Grey and black colours available

•	 UL94-V0 for both colours

•	 IP54

•	 DES Q CLICK
•	 OSF 50/63
•	 UltraTray 4

Dimensions (mm)

Model Code Model Code
Ø Cable

(mm)
Pcs
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FEATURES

“Blind”


